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SHEET DATES

SHEET ISSUE

REVISIONS

C1.1
CIVIL SITE PLAN - OVERALL

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
AD4 MAY 1, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

60' 0 60' 120'
SCALE:   1"= 60' 

KEY PLAN
NTS

NORTH

LEGEND:
HATCH PAVEMENT SECTION HATCH PAVEMENT SECTION

STANDARD ASPHALT HEAVY DUTY CONCRETE

HEAVY DUTY ASPHALT DUMPSTER PAD / APRON
CONCRETE

SIDEWALK CONCRETE SNOW STORAGE AREAS

LIGHT DUTY CONCRETE
PROVIDE ALTERNATE TO PAVE
HEAVY DUTY ASPHALT OVER
EXISTING GRAVEL

INVERTED CURB & GUTTER SHEDDING CURB & GUTTER

KEYNOTES
CONCRETE STOOP (SEE STRUCTURAL DETAILS)

RAISED WALK (SEE DETAIL)

FLUSH WALK (SEE DETAIL)

TAPER WALK 0" TO 6" IN 10'

ADA CURB RAMP (SEE DETAIL)

18" CURB & GUTTER (SEE DETAIL)

18" MOUNTABLE CURB & GUTTER (SEE DETAIL)

CURB TAPER (SEE DETAIL)

CURB CUT (SEE DETAIL)

CONCRETE TRANSFORMER PAD BY UTILITY SUPPLIER (CONTRACTOR TO VERIFY FINAL
LOCATION & DESIGN PRIOR TO CONSTRUCTION)

HANDICAP SIGN PER STATE CODE (SEE DETAIL)

HANDICAP STALL & STRIPING PER STATE CODES

PRECAST CONCRETE WHEEL STOP (TYP.)

PYLON SIGN
(DETAILS, FINAL LOCATION, & APPROVAL BY SIGN VENDOR)

DUMPSTER ENCLOSURE (SEE ARCH. PLANS FOR DETAILS)

6" CONCRETE BOLLARDS (SEE DETAIL)

BIKE RACK (TYPE AND COLOR BY OWNER)

PAINT STRIPING (TYP.)

6' HIGH ORNAMENTAL SECURITY FENCE

6' HIGH BLACK VINYL CHAINLINK FENCE

26' WIDE GATE (14' SLIDING, 12' SWING), 6' HIGH (BY FENCE SUPPLIER)

(1) 13' WIDE SWING GATE, 6' HIGH (BY FENCE SUPPLIER)

COURTESY ISLAND. REUSE EXISTING PROPANE TANK (SEE DEMO PLAN)

REPRESENTATIVE RV INVENTORY SPACES (NOT TO BE STRIPED)

CUSTOMER AUTOMOBILE PARKING

EMPLOYEE AUTOMOBILE PARKING

4' WIDE PEDESTRIAN GATE

APPROX. BUILDING CANOPY (SEE ARCH. PLANS)

24" CONCRETE FLUME (SEE DETAIL)

PROPOSED STAIRS (SEE ARCH. PLANS)

RETAINING WALL (SEE ARCH. PLANS)

CONCRETE EQUIPMENT PAD. VERIFY PAD SIZE WITH CONTRACTOR REQUIRING PAD
PRIOR TO CONSTRUCTION.

KNOX BOX PER LOCAL FIRE DEPARTMENT REQUIREMENTS

1

2

3

4

6

7

8

9

10

11

12

13

14

15

16

17

20

23

25

26

27

28

29

33

34

35

36

37

38

39

40

41

42

A B

SITE INFORMATION:
PROPERTY AREA: 733,986 S.F. (16.85 ACRES).

TOWN OF WINDHAM TAX MAP 15, LOT 1A

EXISTING ZONING: C-3 COMMERICAL 3

PROPOSED ZONING: RV SALES

PROPOSED USE: RV SALES AND SERVICE

SETBACKS:
BUILDING: FRONT(NORTH) = 60'

SIDE(EAST) = 10'
REAR(SOUTH) = 10'
STREET(WEST) = 40'

PAVEMENT: FRONT(NORTH) = 5'
SIDE(EAST/WEST) = 5'
REAR(SOUTH) = 5'

BUFFERYARDS:
FRONT(NORTH) = 15'
REAR(SOUTH) = 50'
STREET(WEST) = 40'

PARKING PROVIDED: 60 SPACES (3 H.C. ACCESSIBLE)
301 ALLOCATED RV UNIT SPACES

HANDICAP STALLS REQUIRED:  3, HANDICAP STALLS PROVIDED: 3

DISTURBED AREA:  253,520 S.F. (5.82 ACRES)
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PROPOSED BUILDING ADDITION
20,500 S.F.
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SHEET DATES

SHEET ISSUE

REVISIONS

C1.1B
CIVIL SITE PLAN - EAST

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
AD4 MAY 1, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

30' 0 30' 60'
SCALE:   1"= 30' NORTH

KEYNOTES
CONCRETE STOOP (SEE STRUCTURAL DETAILS)

RAISED WALK (SEE DETAIL)

FLUSH WALK (SEE DETAIL)

TAPER WALK 0" TO 6" IN 10'

ADA CURB RAMP (SEE DETAIL)

18" CURB & GUTTER (SEE DETAIL)

18" MOUNTABLE CURB & GUTTER (SEE DETAIL)

CURB TAPER (SEE DETAIL)

CURB CUT (SEE DETAIL)

CONCRETE TRANSFORMER PAD BY UTILITY SUPPLIER (CONTRACTOR TO VERIFY FINAL
LOCATION & DESIGN PRIOR TO CONSTRUCTION)

HANDICAP SIGN PER STATE CODE (SEE DETAIL)

HANDICAP STALL & STRIPING PER STATE CODES

PRECAST CONCRETE WHEEL STOP (TYP.)

PYLON SIGN
(DETAILS, FINAL LOCATION, & APPROVAL BY SIGN VENDOR)

DUMPSTER ENCLOSURE (SEE ARCH. PLANS FOR DETAILS)

6" CONCRETE BOLLARDS (SEE DETAIL)

BIKE RACK (TYPE AND COLOR BY OWNER)

PAINT STRIPING (TYP.)

6' HIGH ORNAMENTAL SECURITY FENCE

6' HIGH BLACK VINYL CHAINLINK FENCE

26' WIDE GATE (14' SLIDING, 12' SWING), 6' HIGH (BY FENCE SUPPLIER)

(1) 13' WIDE SWING GATE, 6' HIGH (BY FENCE SUPPLIER)

COURTESY ISLAND. REUSE EXISTING PROPANE TANK (SEE DEMO PLAN)

REPRESENTATIVE RV INVENTORY SPACES (NOT TO BE STRIPED)

4' WIDE PEDESTRIAN GATE

APPROX. BUILDING CANOPY (SEE ARCH. PLANS)

24" CONCRETE FLUME (SEE DETAIL)

PROPOSED STAIRS (SEE ARCH. PLANS)

RETAINING WALL (SEE ARCH. PLANS)

CONCRETE EQUIPMENT PAD. VERIFY PAD SIZE WITH CONTRACTOR REQUIRING PAD
PRIOR TO CONSTRUCTION.

KNOX BOX PER LOCAL FIRE DEPARTMENT REQUIREMENTS
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LEGEND:
HATCH PAVEMENT SECTION HATCH PAVEMENT SECTION

STANDARD ASPHALT HEAVY DUTY CONCRETE

HEAVY DUTY ASPHALT DUMPSTER PAD / APRON
CONCRETE

SIDEWALK CONCRETE SNOW STORAGE AREAS

LIGHT DUTY CONCRETE
PROVIDE ALTERNATE TO PAVE
HEAVY DUTY ASPHALT OVER
EXISTING GRAVEL

INVERTED CURB & GUTTER SHEDDING CURB & GUTTER
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EXISTING BUILDING
F.F.=214.3

STAKEOUT INFORMATION:

VERIFY STATION FOR INLET

LOCATION. REFER TO STAKEOUT POLICY

FOR STAKEOUT LOCATION AND OFFSETS.

PROPOSED BUILDING ADDITION
20,500 S.F.

CIVIL F.F.=217.3
ARCH. F.F.=100.0
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GENERAL NOTES:
· HANDICAP STALL AND ACCESS AISLES SHALL NOT EXCEED A SLOPE OF

1.50% IN ANY DIRECTION. HANDICAP STALL & ACCESS AISLES SHALL
CONFORM TO ADA REQUIREMENTS (CURRENT EDITION)

· ALL SIDEWALKS SHALL NOT EXCEED A MAXIMUM CROSS SLOPE OF
1.50% AND RUNNING SLOPE OF 4.50% UNLESS OTHERWISE SPECIFIED.

· CONTRACTOR SHALL PROVIDE STABILIZED CONSTRUCTION
ENTRANCE AT CONSTRUCTION ENTRANCE FOR PROPOSED
IMPROVEMENTS AS REQUIRED PER CODE.

· CONTRACTOR SHALL PROVIDE CONCRETE WASHOUT AS REQUIRED
PER CODE. FINAL LOCATION TBD BY CONTRACTOR.

· CONTRACTOR SHALL PROVIDE TEMPORARY INLET PROTECTION FOR
ALL CURB INLETS & CATCH BASINS ONSITE & OFFSITE IMMEDIATELY
DOWNSTREAM OF THE PROJECT SITE PER LOCAL CODE.

PROJECT INFORMATION

PROFESSIONAL SEAL

COLLABORATION
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SHEET DATES

SHEET ISSUE

REVISIONS

C1.2
CIVIL GRADING AND EROSION CONTROL PLAN - OVERALL

JAN. 20, 2025

AD1 JAN. 31, 2025
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EXISTING BUILDING
F.F.=214.3

STAKEOUT INFORMATION:

VERIFY STATION FOR INLET

LOCATION. REFER TO STAKEOUT POLICY

FOR STAKEOUT LOCATION AND OFFSETS.
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EC 1
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4.51%
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CH

CONSTRUCTION FENCE TO
PROTECT SEPTIC FIELD
DURING CONSTRUCTION
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E

4.43%

6.
42

%

PROPOSED BUILDING ADDITION
20,500 S.F.

CIVIL F.F.=217.3
ARCH. F.F.=100.0
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FLUSH
TAPER

1.1
8%

2.
24

%

3.16% 1.66%

3.
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222.97

218.00
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216.49 TC

211.48 FL
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GENERAL NOTES:
· HANDICAP STALL AND ACCESS AISLES SHALL NOT EXCEED A SLOPE OF

1.50% IN ANY DIRECTION. HANDICAP STALL & ACCESS AISLES SHALL
CONFORM TO ADA REQUIREMENTS (CURRENT EDITION)

· ALL SIDEWALKS SHALL NOT EXCEED A MAXIMUM CROSS SLOPE OF
1.50% AND RUNNING SLOPE OF 4.50% UNLESS OTHERWISE SPECIFIED.

· CONTRACTOR SHALL PROVIDE STABILIZED CONSTRUCTION
ENTRANCE AT CONSTRUCTION ENTRANCE FOR PROPOSED
IMPROVEMENTS AS REQUIRED PER CODE.

· CONTRACTOR SHALL PROVIDE CONCRETE WASHOUT AS REQUIRED
PER CODE. FINAL LOCATION TBD BY CONTRACTOR.

· CONTRACTOR SHALL PROVIDE TEMPORARY INLET PROTECTION FOR
ALL CURB INLETS & CATCH BASINS ONSITE & OFFSITE IMMEDIATELY
DOWNSTREAM OF THE PROJECT SITE PER LOCAL CODE.
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CIVIL GRADING AND EROSION CONTROL PLAN - EAST
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TOWN JUNE 12, 2025
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DITCH CHECK

STABILIZED CONSTRUCTION ENTRANCE

INLET PROTECTION

CONCRETE WASHOUT

SEDIMENT LOG

SCOUR STOP
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EC 5

EC 6

EC 7

NORTH

20' 0 20' 40'
SCALE:   1"= 20' 
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F.F.=214.3

STAKEOUT INFORMATION:

VERIFY STATION FOR INLET

LOCATION. REFER TO STAKEOUT POLICY

FOR STAKEOUT LOCATION AND OFFSETS.
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ARCH. F.F.=100.0

20
5

21
0

215

20320
4

20
6

20
7

20
8

20
9

21
1

21
2

21
3214216

210

215

211212213213

213

214

21
6

21
7

21
5

220

213
214

21
6

21
7

218
219

221
222

223

225226

227

228

210

215

208209211212

213

214

216

22
0

21
7

21
8

21
9

22
1

22
2

22
3

20
5

210

20
2

20
3

20
4

20
6

20
7

20
8

20
9

211

21
2

21
3

22
0

22
5

21
7

21
821

9
22

122
222

322
4

226

210

206206207
20720820921121

2

225

224

22
6

227

228

217

21721
7

213

214

20
6

207

PROJECT INFORMATION

PROFESSIONAL SEAL

COLLABORATION

SHEET NUMBER

JOB NUMBER

240174100

PR
O

PO
SE

D 
RE

TA
IL

 &
 S

ER
VI

CE
 E

XP
AN

SI
O

N
 F

O
R:

CA
M

PI
N

G
 W

O
RL

D
48

0 
RO

O
SE

VE
LT

 T
RA

IL
 ●

 W
IN

DH
AM

, M
AI

N
E 

04
06

2

SHEET DATES

SHEET ISSUE

REVISIONS

C1.3
CIVIL UTILITY PLAN - OVERALL

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
AD4 MAY 1, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

60' 0 60' 120'
SCALE:   1"= 60' NORTH

KEY PLAN
NTS

A B

10/20/25



CB
RIM

=2
15

.4
4

4"
 IN

V
.IN

 =
21

1.
58

12
" I

N
V

 O
U

T=
 2

11
.3

6

12
"C

PP
IN

V
.2

10
.5

5

ROOSEVELT
TRAIL

PO
LE

17
5

PO
LE

17
4

H
Y

D
RA

N
T

PO
LE

17
4.

1

PO
LE

O
PE

N
 F

IE
LD

PO
LE

RET
A

IN
IN

G
 W

A
LL

PO
LE

G
RA

V
EL

 D
RIV

E

9"
CPP

IN
V

.=
20

8.
66

CB
RIM

=2
12

.0
3

6"
 IN

V
 IN

=2
10

.7
3

9"
 IN

V
.O

U
T=

20
9.

43

PO
N

D

PO
N

D

FL
A

G
PO

LE

4"
PV

C

4"
PV

C

4"
PV

C

4"
PV

C

4"
PV

C

15" CPP

 IN
V

.
21

8.
25

 IN
V

.
21

6.
68

RIP
RA

P

RIP
RA

P

RIP
RA

P

RIP
RA

P

N
/F

A
N

D
REA

 L
. S

TU
LT

S

W
IL

LI
A

M
 E

. S
TU

LT
S

32
88

5/
97

TM
 1

5 
LO

T 
1

A
PP

RO
X

.

D
IS

PO
SA

L 
FI

EL
D

SE
E 

N
O

TE
 5

21
4.

34
 G

D

21
4.

34
 G

D

21
4.

32
 G

D

21
4.

33
 G

D

DS

DS

DS

21
4.

36
 M

D

21
4.

29
 G

D

21
4.

33
 G

D

21
4.

32
 G

D

226.2 M
D

214.32
M

D

SE
PT

IC
 T

A
N

K

CO
V

ER

G
RA

V
EL

 O
V

ER
 L

O
T 

LI
N

E

CO
N

TR
O

L
PO

IN
T

N
=3

55
73

6.
78

E=
28

86
97

0.
77

EL
EV

=2
05

.7
1

EXISTING BUILDING
F.F.=214.3

EXISTING UNDERDRAINED FILTER BASIN

EXISTING UNDERDRAINED FILTER BASIN

EXISTING UNDERDRAINED FILTER

BASIN

407' OF 2" PE DOMESTIC WATER
SERVICE.
MIN. 6' COVER.
SEE OPEN TRENCH CUT PIPE
SPECIFICATION ON SHEET 0.2

90' OF 15" RCP CULVERT @ 2.2%
W/ (2) ENDWALLS
IE NW ENDWALL=204.50
IE SE ENDWALL=202.50

CONC. ENDWALL
IE=210.00

CATCH BASIN
RIM=215.89
IE SE=211.86

STAKEOUT INFORMATION:

VERIFY STATION FOR INLET

LOCATION. REFER TO STAKEOUT POLICY

FOR STAKEOUT LOCATION AND OFFSETS.

6" MJ GATE VALVE IN GAT BOX ASSEMBLY. INSTALL 1'
GATE VALVE NUT EXTENSION PER EVERY FOOT DEEPER
THAN 6'.

PROVIDE CURB STOP IN VALVE BOX TOP SECTION PER PORTLAND WATER DISTRICT
REQUIREMENTS. INSTALL 1' GATE VALVE NUT EXTENSION PER EVERY FOOT DEEPER THAN 6'.

CATCH BASIN
RIM=216.40

IE NE=212.10
IE S=212.20

410' OF 6" PVC FIRE SERVICE .
MIN. 6' COVER.

SEE OPEN TRENCH CUT PIPE
SPECIFICATION ON SHEET 0.2

FIELD VERIFY LOCATION AND DEPTH OF EXISTING
WATER MAIN

CONNECT FIRE SERVICE TO WATER MAIN WITH 8"x6"
TAPPING SLEEVE
CONNECT DOMESTIC SERVICE TO WATER MAIN WITH
2" SERVICE SADDLE

PIPE E
156' OF 12" HDPE @ 1.0%

CURB INLET
RIM=213.00

IE SW=210.10
IE NW=210.00

FIELD VERIFY EXISTING SEPTIC TANK
INVERT AND CONNECTION POINT

PRIOR TO CONSTRUCTION OF EJECTOR
PIT AND FORCE MAIN

17' OF  4" SDR 35 PVC @
 2.0% MIN. CONNECT INTO EJECTOR

PIT.

PROPOSED LIGHT POLE. COORDINATE FINAL
LOCATION WITH PXP LIGHTING PLAN. (TYP.)

PIPE B
202' OF INSULATED 12" HDPE @ 1.0%

PIPE C
75' OF 12" HDPE @ 0.4%

PROPOSED TRANSFORMER
COORDINATE FINAL PLANS WITH
ELECTRICAL PLANS AND OWNER

FIRE DEPARTMENT CONNECTION

CONC. ENDWALL
IE=210.00

PIPE D
152' OF INSULATED 12" HDPE @ 1.0%

PIPE A
61' OF INSULATED 12" HDPE @ 1.0%

CONTECH JELLYFISH JF4 MANHOLE FILTER
SEE DETAIL ON SHEET C2.1

RIM=213.00
INLET PIPE IE=209.90
OUTLET PIPE=209.40

IE=212.80
UPSIZE TO 12" AT BUILDING CONNECTION

ROOF DRAIN CONNECTION
IE=211.50

UPSIZE TO 12" AT
BUILDING CONNECTION

CAUTION! STORM
AND SANITARY
CROSSING

CONC. ENDWALL
IE =207.80

PROPOSED BUILDING ADDITION
20,500 S.F.

CIVIL F.F.=217.3
ARCH. F.F.=100.0

6' OF INSULATED 12"
HDPE @ 1.0%

PROPOSED ELECTRICAL SHORE POWER ON
POST. SEE ELECTRICAL PLANS (TYP.)

INSULATION (TYP.)

INSULATION (TYP.)

PROPOSED 2" GAS LINE. COORDINATE
FINAL LOCATION AND CONNECTION
WITH GAS COMPANY

GAS METER PER PLUMBING PLANS

IE=209.00

244' OF 2" DR11 HDPE FORCE MAIN.
CONNECT TO EXISTING SEPTIC
HOLDING TANKS. FIELD VERIFY
LOCATION/DEPTH OF HOLDING TANKS
PRIOR TO INSTALLATION
6.5' MIN. COVER

RETIRE EXISTING 1" WATER SERVICE PER PORTLAND
WATER DISTRICT STANDARDS. SHUT OFF
CORPORATION STOP, CUT WATER SERVICE AT WATER
MAIN, AND REMOVE BOX AND ROD AT STREET LINE.

20
5

21
0

215

203

20
4

20
6

20
7

20
8

20
9

21
1

21
2

21
3214216

210

215

211
212

213213

213

214

21
6

21
7

21
5

220

213

214

21
6

21
7

218

219

221

222

223

225
226

227

228

210

215

208209211
212

213

214

216
22

0

21
7

21
8

21
9

22
1

22
2

22
3

20
5

210

20
2

20
3

20
4

20
6

20
7

20
8

20
9

211

21
2

21
3
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CONNECT TO HDPE WITH WYE CONNECTION
APPROX. IE 12"=210.75

CANOPY ROOF DRAIN
CONNECTION
IE=211.58PIPE F

77'  OF 8" HDPE @ 1.0%

35' OF 6" PVC DS LEAD @ 1.0%

CONNECT TO HDPE WITH
WYE CONNECTION
IE=212.55

IE=212.90

2" DOMESTIC SERVICE AND 6" FIRE SERVICE TO BE
BORED UNDER ROOSEVELT TRAIL WITH PE 3408 PIPE.
SEE PIPE SPECIFICATION ON SHEET C0.2.

55' OF INSULATED 6" SDR 35
PVC

APPROX. GAS LINE. FIELD VERIFY
LOCATION AND DEPTH

0+
00

0+
89

MAINTAIN 6' COVER AT LOW
SPOT IN DITCH. SEE PROFILE ON

THIS PLAN SHEET.

DUMP STATION 6" INLET
CONNECT TO EJECTOR PIT @
1.0% MIN.
IE=208.80 APPROX.

84' OF 1" PE WATER SERVICE TO
SPIGOT. COORDINATE WITH
PLUMBING PLANS
MIN. 6.5' COVER

PROPOSED FLOW METER PIT.
SEE DETAIL ON SHEET C2.1

PROPOSED EJECTOR PIT.
SEE DETAIL ON SHEET C2.0

Elevation El
ev

at
io

n

Proposed Water
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EXISTING WATERMAIN

EXISTING GAS MAIN. FIELD
VERIFY AND PROTECT

6" MJ GATE VALVE & 2"
CURB STOP VALVE

6" FIRE PROTECTION AND 2"
WATER SERVICE LINES (TYP.)

BORE (HDPE, SLEEVED)TRENCH CUT (PVC)

EDGE OF PAVEMENT

0+00 0+50 0+89

PROPOSED DITCH.
MAINTAIN 6' COVER

ROUTE 302 CENTERLINE

PROPERTY LINE -
TRANSITION FROM HDPE TO PVC
3' INTO PRIVATE PROPERTY

(2) FUSED 45 DEGREE
VERTICAL BENDS

THRUST BLOCK (TYP.)
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PROFESSIONAL SEAL

COLLABORATION

SHEET NUMBER

JOB NUMBER

240174100

PR
O

PO
SE

D 
RE

TA
IL

 &
 S

ER
VI

CE
 E

XP
AN

SI
O

N
 F

O
R:

CA
M

PI
N

G
 W

O
RL

D
48

0 
RO

O
SE

VE
LT

 T
RA

IL
 ●

 W
IN

DH
AM

, M
AI

N
E 

04
06

2

SHEET DATES

SHEET ISSUE

REVISIONS

C1.3B
CIVIL UTILITY PLAN - EAST

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
AD4 MAY 1, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

GENERAL NOTES:
· CONTRACTOR TO CALL DIG SAFE AND CONDUCT A PRIVATE UTILITY

LOCATE AS REQUIRED TO ENSURE THAT ALL UTILITIES HAVE BEEN
LOCATED BEFORE STARTING SITE DEMOLITION.

· FIELD VERIFY ALL DOWNSTREAM CONNECTIONS OF PROPOSED
UTILITIES PRIOR TO INSTALLATION.

· PROVIDE POWER TO SEWAGE EJECTOR SE-1. COORDINATE FINAL
POWER REQUIREMENTS UPON FINAL SELECTION AND APPROVAL OF
PUMPS.

30' 0 30' 60'
SCALE:   1"= 30' NORTH

PROPOSED CLEANOUT

VERT. SCALE:   1"= 2' 
HORIZ. SCALE:   1"= 20' 

10/20/25
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EXISTING BUILDING
F.F.=214.3

STAKEOUT INFORMATION:

VERIFY STATION FOR INLET

LOCATION. REFER TO STAKEOUT POLICY

FOR STAKEOUT LOCATION AND OFFSETS.

PROPOSED BUILDING ADDITION
20,500 S.F.

CIVIL F.F.=217.3
ARCH. F.F.=100.0
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SHEET DATES

SHEET ISSUE

REVISIONS

C1.4
CIVIL LANDSCAPE AND RESTORATION PLAN - OVERALL

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
AD4 MAY 1, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

60' 0 60' 120'
SCALE:   1"= 60' NORTH

PLANTS PROVIDED

LANDSCAPING CALCULATIONS

ZONE REQ. PLANTS

PARKING LOT 57,289 x .15 = 8,593 SF LANDSCAPED AREA 8,851 SF LANDSCAPED AREA

FRONT
BUFFER YARD

370' OF FRONTAGE /100' = 3.7 

1.2 CANOPY TREES x 3.7 = 4.44 TREES
0.4 UNDERSTORY TREES x 3.7 = 1.48 TREES

PER 100 LF OF FRONTAGE

   4 SHRUBS x 3.7 = 14.8 SHRUBS 

5 CANOPY TREES
2 UNDERSTORY TREES
33 SHRUBS

57,289 SF PARKING LOT AREA x 15% 

3" MULCH

VA
RI

ES

VARIES

DECIDUOUS TREE PLANTING DETAIL
NOT TO SCALE

SITUATE EXPOSED ROOT FLARE 2-3" 

ONLY WRAP TREE IF PLANTED NEAR

DIG HOLE 2-3 TIMES WIDER THAN
DIAMETER OF ROOT BALL

BACKFILL USING CLEAN EXISTING SOIL 
REMOVED FROM HOLE AND SUPPLEMENT 

ABOVE FINISHED GRADE

WITH CLEAN NATIVE SOIL AS NECESSARY

EXISTING SUBGRADE

ELIMINATE VOIDS, LIGHTLY TAMP, 
AND WATER WELL

BREAK UP SUBGRADE AND EXPOSED SIDES
OF HOLE USING HAND TOOLS

END OF GROWING SEASON (REMOVE IN SPRING)

REMOVE BURLAP, TWINE,
AND WIRE CAGE FROM
TOP 1/3 OF ROOT BALL

NOTE: ONLY USE TREE STAKING IF
UNABLE TO STABILIZE TREE
PROPERLY DURING BACKFILLING

PRUNE BROKEN BRANCHES AFTER
INSTALLATION AS NECESSARY

2" PEAT MOSS

2" MULCH

PREPARED BOWL

8" 8"

VARIES

MIN. MIN.
6"

6"

VA
RI

ES
2'

-6
" M

IN
.

MIN.

NOT TO SCALE

SHRUB PLANTING DETAIL

NOTE: FOR MASS
PLANTINGS EXCAVATE
ENTIRE BED &
BACKFILL W/
PREPARED SOIL.

ROLL BACK TOP
HALF BURLAP

BREAK SUBGRADE
W/ PICK

3" MULCH

VA
RI

ES

VARIES

EVERGREEN TREE PLANTING DETAIL
NOT TO SCALE

SITUATE EXPOSED ROOT FLARE 2-3" 

DIG HOLE 2-3 TIMES WIDER THAN
DIAMETER OF ROOT BALL

BACKFILL USING CLEAN EXISTING SOIL 
REMOVED FROM HOLE AND SUPPLEMENT 

ABOVE FINISHED GRADE

WITH CLEAN NATIVE SOIL AS NECESSARY

EXISTING SUBGRADE

ELIMINATE VOIDS, LIGHTLY TAMP, 
AND WATER WELL (SEE SPECIFICATIONS)

BREAK UP SUBGRADE AND EXPOSED SIDES
OF HOLE USING HAND TOOLS

REMOVE BURLAP, TWINE,
AND WIRE CAGE FROM
TOP 1/3 OF ROOT BALL

PRUNE BROKEN BRANCHES AFTER
INSTALLATION AS NECESSARY

HATCH KEY:
HATCH LANDSCAPE MATERIAL

MINERAL MULCH

SEEDED LAWN

EROSION MATTING (NAG S150)
OVER SEEDED LAWN
(> OR = 4:1 SLOPES OUTSIDE OF SWM)

KEY PLAN
NTS

A B
OVERSTORY TREES

SYMBOL COMMON NAME BOTANICAL NAME

PLANT SCHEDULE 1.4B

DECIDUOUS SHRUBS

QUANTITY
PLANTED

SIZE ROOT

Red Maple Acer rubrum B&B2" CAL.

UNDERSTORY TREES

EVERGREEN SHRUBS

Allegheny Serviceberry Amelanchier laevis B&B2" CAL.

CONT.18" HT.

CONT.18" HT.

CONT.24" HT.

Old Gold Juniper Juniperus chinensis 'Old Gold' CONT.24" HT.

Green Gem Boxwood Buxus x 'Green Gem' CONT.18" HT.

CONT.24" HT.

PERENNIALS / ORNAMENTAL GRASSES

Redmond Linden Tilia americana 'Redmond' B&B2" CAL.

Baby Blue Eyes Spruce Picea pungens 'Baby Blue Eyes' B&B6' HT.

Iroquois Beauty Black Chokeberry Aronia melanocarpa 'Morton'

Kelsey's Dwarf Red-Osier Dogwood Cornus sericea 'Kelseyi'

Everlow Yew Taxus x media 'Everlow' CONT.18" HT.

Kodiak Orange bush Honeysuckle Diervilla x 'G2X88544'

Little Quick Fire Hydrangea Hydrangea paniculata 'SMHPLQF'

CONT.24" HT.Little Joker Ninebark Physocarpus opulifolius 'Hoogi021'

CONT.24" HT.Snowmound Spirea Spiraea nipponica 'Snowmound'

Pink Crush New England Aster Aster novae-angliae 'Pink Crush' POT1 GAL.

Standing Ovation Little Bluestem Schizacyrium scoparium 'Standing Ovation' POT1 GAL.

4

12

18

10

13

13

6

4

9

9

13

14

12

30

27
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EXISTING BUILDING
F.F.=214.3

STAKEOUT INFORMATION:

VERIFY STATION FOR INLET

LOCATION. REFER TO STAKEOUT POLICY

FOR STAKEOUT LOCATION AND OFFSETS.

LIMITS OF DISTURBANCE (TYP.)

PROPOSED BUILDING ADDITION
20,500 S.F.

CIVIL F.F.=217.3
ARCH. F.F.=100.0
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SHEET DATES

SHEET ISSUE

REVISIONS

C1.4B
CIVIL LANDSCAPE AND RESTORATION PLAN - EAST

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
AD4 MAY 1, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

60' 0 60' 120'
SCALE:   1"= 60' NORTH

3" MULCH

VA
RI

ES

VARIES

DECIDUOUS TREE PLANTING DETAIL
NOT TO SCALE

SITUATE EXPOSED ROOT FLARE 2-3" 

ONLY WRAP TREE IF PLANTED NEAR

DIG HOLE 2-3 TIMES WIDER THAN
DIAMETER OF ROOT BALL

BACKFILL USING CLEAN EXISTING SOIL 
REMOVED FROM HOLE AND SUPPLEMENT 

ABOVE FINISHED GRADE

WITH CLEAN NATIVE SOIL AS NECESSARY

EXISTING SUBGRADE

ELIMINATE VOIDS, LIGHTLY TAMP, 
AND WATER WELL

BREAK UP SUBGRADE AND EXPOSED SIDES
OF HOLE USING HAND TOOLS

END OF GROWING SEASON (REMOVE IN SPRING)

REMOVE BURLAP, TWINE,
AND WIRE CAGE FROM
TOP 1/3 OF ROOT BALL

NOTE: ONLY USE TREE STAKING IF
UNABLE TO STABILIZE TREE
PROPERLY DURING BACKFILLING

PRUNE BROKEN BRANCHES AFTER
INSTALLATION AS NECESSARY

2" PEAT MOSS

2" MULCH

PREPARED BOWL

8" 8"

VARIES

MIN. MIN.
6"

6"

VA
RI

ES
2'

-6
" M

IN
.

MIN.

NOT TO SCALE

SHRUB PLANTING DETAIL

NOTE: FOR MASS
PLANTINGS EXCAVATE
ENTIRE BED &
BACKFILL W/
PREPARED SOIL.

ROLL BACK TOP
HALF BURLAP

BREAK SUBGRADE
W/ PICK

3" MULCH

VA
RI

ES

VARIES

EVERGREEN TREE PLANTING DETAIL
NOT TO SCALE

SITUATE EXPOSED ROOT FLARE 2-3" 

DIG HOLE 2-3 TIMES WIDER THAN
DIAMETER OF ROOT BALL

BACKFILL USING CLEAN EXISTING SOIL 
REMOVED FROM HOLE AND SUPPLEMENT 

ABOVE FINISHED GRADE

WITH CLEAN NATIVE SOIL AS NECESSARY

EXISTING SUBGRADE

ELIMINATE VOIDS, LIGHTLY TAMP, 
AND WATER WELL (SEE SPECIFICATIONS)

BREAK UP SUBGRADE AND EXPOSED SIDES
OF HOLE USING HAND TOOLS

REMOVE BURLAP, TWINE,
AND WIRE CAGE FROM
TOP 1/3 OF ROOT BALL

PRUNE BROKEN BRANCHES AFTER
INSTALLATION AS NECESSARY

OVERSTORY TREES

SYMBOL COMMON NAME BOTANICAL NAME

PLANT SCHEDULE 1.4B

DECIDUOUS SHRUBS

QUANTITY
PLANTED

SIZE ROOT

Red Maple Acer rubrum B&B2" CAL.

UNDERSTORY TREES

EVERGREEN SHRUBS

Allegheny Serviceberry Amelanchier laevis B&B2" CAL.

CONT.18" HT.

CONT.18" HT.

CONT.24" HT.

Old Gold Juniper Juniperus chinensis 'Old Gold' CONT.24" HT.

Green Gem Boxwood Buxus x 'Green Gem' CONT.18" HT.

CONT.24" HT.

PERENNIALS / ORNAMENTAL GRASSES

Redmond Linden Tilia americana 'Redmond' B&B2" CAL.

Baby Blue Eyes Spruce Picea pungens 'Baby Blue Eyes' B&B6' HT.

Iroquois Beauty Black Chokeberry Aronia melanocarpa 'Morton'

Kelsey's Dwarf Red-Osier Dogwood Cornus sericea 'Kelseyi'

Everlow Yew Taxus x media 'Everlow' CONT.18" HT.

Kodiak Orange bush Honeysuckle Diervilla x 'G2X88544'

Little Quick Fire Hydrangea Hydrangea paniculata 'SMHPLQF'

CONT.24" HT.Little Joker Ninebark Physocarpus opulifolius 'Hoogi021'

CONT.24" HT.Snowmound Spirea Spiraea nipponica 'Snowmound'

Pink Crush New England Aster Aster novae-angliae 'Pink Crush' POT1 GAL.

Standing Ovation Little Bluestem Schizacyrium scoparium 'Standing Ovation' POT1 GAL.

HATCH KEY:
HATCH LANDSCAPE MATERIAL

MINERAL MULCH

SEEDED LAWN

EROSION MATTING (NAG S150)
OVER SEEDED LAWN
(> OR = 4:1 SLOPES OUTSIDE OF SWM)

4

2

18

10

13

13

6

4

9

2

13

14

12

30

27

PLANTS PROVIDED

LANDSCAPING CALCULATIONS

ZONE REQ. PLANTS

PARKING LOT 57,289 x .15 = 8,593 SF LANDSCAPED AREA 8,851 SF LANDSCAPED AREA

FRONT
BUFFER YARD

370' OF FRONTAGE /100' = 3.7 

1.2 CANOPY TREES x 3.7 = 4.44 TREES
0.4 UNDERSTORY TREES x 3.7 = 1.48 TREES

PER 100 LF OF FRONTAGE

   4 SHRUBS x 3.7 = 14.8 SHRUBS 

5 CANOPY TREES
2 UNDERSTORY TREES
33 SHRUBS

57,289 SF PARKING LOT AREA x 15% 
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SHEET DATES

SHEET ISSUE

REVISIONS

C2.1
CIVIL DETAILS

JAN. 20, 2025

AD1 JAN. 31, 2025
AD3 MAR. 27, 2025
TOWN JUNE 12, 2025
IFC AUG. 11, 2025
TOWN OCT. 20, 2025

NOT TO SCALE

5 BIKE RACK DETAIL-WAVE TYPE

NOTES:
1. INSTALL BIKE RACKS ACCORDING TO MANUFACTURER'S SPECIFICATIONS.
2. OWNER SHALL SELECT COLOR & FINISH
3. SEE SITE PLAN FOR APPROX. LOCATION. COORDINATE W/ OWNER PRIOR TO CONSTRUCTION.
4. MANUFACTURED BY MADRAX; PRODUCT: CS200-5-IG(SF); DESCRIPTION: CAPITAL SQUARE BIKE RAKE 5 BIKE

36
"

Ø2 3/8" STEEL TUBING

Ø 7" ROUND FLANGE

3/8" THICK MILD STEEL
WITH Ø 9/16" HOLE OR
1/4" THICK STAINLESS
WITH Ø 7/16" HOLE

SPIKE

CONCRETE

POST CAP

DOME KNUCKLE

10'-0" O.C. 10'-0" O.C.

FINISH GRADE

9'
-0

"

6'
-0

 5 8"

EQ
UA

L

5'
-8

 7 8"

8'
-8

"

EQ
UA

L

GENERAL NOTES:
1. FOOTING WIDTH PER SUPPLIER REQ'S.
2. ALL MATERIAL SHALL BE PER SUPPLIER REQ'S.
3. ALL GALVANIZED FITTINGS TO CONFORM TO ASTM-A153.
4. ALL FENCE COMPONENTS TO BE VINYL COATED. COLOR BY OWNER.
5. ALL TIES SHALL BE STEEL PER SUPPLIER REQ'S.
6. POST AND RAIL SIZES MAY REQUIRE MODIFICATION TO MEET SPECIFIC PROJECT

REQUIREMENTS. FINAL SIZING BY SUPPLIER.

TOP & BOTTOM
FABRIC DETAIL

NOT TO SCALE
6' HIGH CHAINLINK FENCE DETAIL

LINE POST LOOP CAP

TOP RAIL PER
SUPPLIER REQ'S

LINE POST PER SUPPLIER REQ'S

LINE POST
TIE (TYP.)

TENSION WIRE (WHERE NO BOTTOM
RAIL IS SPECIFIED) W/ HOG RINGS AS
REQUIRED

RAIL TIE

CHAIN LINK FABRIC
KNUCKLE SELVAGE TOP
AND BOTTOM (TYP.)

LINE POST

ADJUSTABLE TRUSS ROD W/
TURNBUCKLE

BOTTOM RAIL FOR
FENCE HEIGHTS OF 6'-0"
AND ABOVE

CONCRETE FOOTING PER
SUPPLIER REQ'S.

POST TOP

ROUND END AND
CORNER PER SUPPLIER
REQ'S

(CENTERED) FOR FENCE
HEIGHTS OF 6'-0" AND
ABOVE

TENSION BAR

DUMP STATION NOTE:
COORDINATE WITH MEP PLANS AND CAMPING WORLD
PROJECT SPECIFIC SPECIFICATIONS.
FOLLOW CITY REQUIREMENTS.

POST HYDRANT
MURDOCK MODEL
M-ESH175VA

8'

6"
11

"

6'

3'
 M

IN

GUARD POST

GATE

ELEVATION

PLAN

SECTION

#52 ROLL
CHAIN

POST DIA. 4"

3/8" DIA. TRUSS ROD

TRUSS RODS WELDED
AT UPPER CORNERS

WELDED PLATE
WITH HOLE FOR
TRUSS ROD

2" MAX. CLEAR TOP
& BOTTOM MEMBERS

2 1 /2" O.D. PIPE (TYP.)

GATE OPERATOR ENCLOSURE
(REFERENCE ELECTRICAL PLAN)

GUIDE TRACK GUIDE WHEEL

(4) GUARD POSTS

4" DIA GATE POST
(1 OF 3)

ELECTRO-MECHANICAL
LOCKING DEVICE

LINE POST

BRACE RAIL

CONCRETE BASE

4" O.D.
POST

GATE

NOT TO SCALEORNAMENTAL FENCE DETAIL
GENERIC ORNAMENTAL FENCE DETAIL

NOT TO SCALESLIDING GATE DETAIL
TYPICAL DETAIL AT SLIDING GATE

HATCH

8" THICK CONCRETE PAD
(TROWEL SMOOTH & SLOPE
TO HATCH)

BACK OF CURB

CONTROL VALVE
ACCESS COVER

SIGN

5'
-0

" M
IN

.

1'
-8

"

1'-8"

4'-0"

2'
-0

"2'-0"

WATER TOWER

NOT TO SCALEDUMP STATION DETAIL
COORDINATE W/ PLUMBING DRAWINGS FOR DUMP STATION DETAILS

NOTES:
1. THIS IS A SCHEMATIC LAYOUT. FINAL

DESIGN OF HALF-SLIDING/HALF-SWING
GATES BY FENCE SUPPLIER.

2'
-0

"

NOT TO SCALE
STORM CURB INLET DETAIL

FLOW LINE
SEE PLAN

NOTE: CONCRETE AND STEEL
REINFORCEMENT SHALL CONFORM TO
ASTM C-478 REQUIREMENTS.

NOTE: FINAL STRUCTURE SIZES TO
BE VERIFIED WITH THE SUPPLIER

6"

12"
MIN.

NEENAH FOUNDRY OR EQ.
R-3067 CAST IRON FRAME &
GRATE

AGGREGATE BASE PER
PAVEMENT SECTION

4" PERFORATED UNDERDRAIN
(IF PRESENT)
(SEE UTILITY PLAN FOR
LOCATIONS AND INVERTS)

6" No. 1 STONE

UNDISTURBED EARTH

ADJUST TO GRADE WITH PRECAST CONCRETE EXTENSION RINGS,
APPLY MORTAR IN JOINTS

PRECAST CONC. M.H. SEGMENTS.  SEAL
ALL JOINTS WATERTIGHT

PROVIDE COPOLYMER PROPYLENE PLASTIC STEPS M.A. IND. INC.
MODEL PS-2-PF-S (ASTM C-478) OR EQUAL AT A MAXIMUM OF 16"
O.C. IN ALL STORM STRUCTURES 5' OR GREATER IN DEPTH.

NOT TO SCALE
FLOW METER CROSS-SECTION DETAIL
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